


o BACKUP POWER SUPPLY FOR FTTB, FTTH, ONU, EPON
© APPLICABLE TO STABLE GRID, HALF-GRID AND OTHER SCENES

® HIGH ENERGY DENSITY: MORE ENERGY WITH LESS WEIGHT AND FOOTPRINT

© HIGH CHARGE AND DISCHARGE CURRENTS (SHORT CHARGE PERIOD)

o LONG BATTERY LIFE (UP TO 3 TIMES THE BATTERY LIFE OF A CONVENTIONAL BATTERY)

® HIGH EFFCIENCY BETWEEN CHARGING AND DISCHARGING

® HIGHER CONTINUAL POWER RVAILABLE

© WIDE OPERATING TEMPERATURE

® PREDICTABLE END OF LIFE DUE BMS CONTROLLER

® MULTIPLE ANTI-THEFT SOLUTIONS (OPTIONAL): SOFTWARE, GYROSCOPE, MATERIAL, ETC.
® OTHER FUNCTIONS (OPTIONAL): HERTING/LCD/DRY CONTACT
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TECHNICAL PRRAMETERS

o Item | Parameters

Performance Parameters

Model 16
MNominal Voltage 48V
Rated Capacity 100AR(€5 ,0.2C to 40V at 25 °C))
Operating Voltage Range A0V-56.4V
Boost Charge/Float Change Voltage 54.4V/[52.5V
1 Charging Current {Current Limiting) 104
Charging Current {Maximum) 1004
Discharge Current (Maximum] 1014
Discharge Cut-Off Voltage A0V
Width 442+ 1mm
Dimensions Height [133+1mm
Depth 420+Imm
Weight About 40.7+1ke
Function Description
Installation method Rack Mounted / Wall Mounted
Communication Interface R5232/R5485%2/Dry Contact®2
2 Indicator Stale ALM/RUN/SOC
Parallel Communication Maxirmun Support for 16 Sets of Parallel
Terminal Stud s
R ———— Over Viltage, Under Voltage, SHort Circuit, Overload,
Owver Current, Over Temperature, Low Temperature Protection,
Working Condition
Cooling Mode Self-Cooling
Altitude =4000m
Humidity 5%-95%
. Operating Temperature i SN B
Discharge |-20°C~+50°C
Charge +15%2C 13576
Recommended Operating Temperature |Discharge |+15°C~+35°C
Storage |-20°C~+35°%C
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